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REV. SPECIFICATION ECN NO.|APPD.
Material:
Insulator: PA66+Glass Fiber, UL94V-0, Black.
Male Pin: Brass, Gold Plated over Nickel 80u".
Terminal: Phosphor Copper, Gold Plated on Contact Area,
0—Ring 50~80u" Nickel Plated on Other Area .
Sealing Nut Lock Sealing Nut: Brass, Nickel Plated.
J Clamp Ring Sed| Screw Nut Black Red Screw Nut O—Ring  Screw Nut: Brass, 60u" Nickel Plated.
ed Male Pin Insulator ~ Red  Lock: Brass, 60u" Nickel Plated.
Seal: EPDM, Black.
O Ring: Silicone, Black & Red.
’ ‘ Clamp Ring: PC, Gray.
— t-—-—rT ittt | || === -— Electrical Characteristics:
l ‘ Voltage Rating: 250V For 2~4Pin
60V For 5Pin
30V For 8Pin.
Current Rating: 4A For 2~5Pin
2A For 8Pin.
Dielectric Withstanding Voltage: AC 500V.
Insulation Resistance: 100MQ min.
Contact Resistance: 5mQ max.
54 REF Operating Temperature: -40°C~+100°C.
Terminal *RoHS Compliant
*IP67
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Positions 01: Assembly Type & OD: ¥4.0~6.5 | 2Pin 3Pin 4Pin 5Pin A\ 8Pin
FFemale C:Crimp Type 20AWG~22ANG | 20AWG~22AWG | 20AWG~22ANG | 20AWG~22AWG | 24AWG~26AWG |
G:Gold Plated A: A Code o
00:Gold Flash —— D: D Code 3
30:30u" o 2Pin 3P in 5Pin
20AWG~22AWG | 20AWG~22AWG | 20AWG~22ANG | 20AWG~22AWG
Tolerances |[Dwg. No. |S$2620250502—02| Title: 8926 Series DUP‘ .n
x. = £1  |Projection @ < M12 Waterproof Connector OUPIIN ELECTRONIC(KUNSHAN) CO., LTD.
x = $0.3 | Unit |mm| Scale ‘ 1:N ) P/N: 8926—M12xxFGxxxC0O1B
Female Assembly Crimp Type
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